
1 2 3 4 5 6 7 8 9 10 11 12 1413

P68E

P68EP68E

P68EP68EP68EP68EP68EP68E

P68E

P68EP68EP68E

P68E

P68E

CORNICE

EIFS

CORNICE

EIFS

P68EP68E
CORNICEEIFS

P11E

P11E
EIFS

EIFS
TRIM

P11E
EIFS

P11E
 RETURNS

TYP

P11E P11EP11E
EIFS

P11EP11E
EIFS
P11E

P11E

P11E

P68E
WOOD

RAFTER,
TYP

P68EP68E
CORNICE

P68EP68EP68EP68E

P68E
EIFS

EIFS

P68EP68E

P68EP68E
EIFS
TYP

P68E

P68E

P68EP68E

EIFS
TRIM

EIFS

P11EP11E
SPLIT
CMU

P68E

P68E

P11EP11EP11E
DOOR

P68E
CORNICE

CORNICE

EIFS

P201EP201EP201EP201E P201EP201E
EIFSEIFS

P68EP68EP68E
WOOD

RAFTER,
TYPP68E

WOOD
RAFTER,

TYP

WOOD
RAFTER,

TYP

P68E P11E
EIFS

P11E
EIFS
TRIM

P11E
WOOD 

RAFTER

P11EP11E
EIFS
P11E

P11E P68E
SOFFITEIFS

NEW SIGN, CENTER 
ABOVE DOOR, REF 4-A2.1

P68EP68E
EIFS

P200E
WOOD

RAFTER

EIFS
P68E

CORNICE

P201EP201E

P68E
EIFS
TRIM

P68E

P68EP68EP68E

CORNICE

P201EP201E
EIFSDOOREIFS

TRIM

NEW SIGN, CENTER 
OVER DOOR, REF 2-A2.1

P201E

EIFS
TRIM

P201E
DOOR

EIFS

NEW SIGN CENTER IN 
COLOR FIELD, REF 1-A2.1

P201E
EIFS

P68EP68EP68EP68E
EIFS

P68E P68E

P68E
SOFFIT

& RETURNS,
TYP

P68E
EIFS 
TRIM, 
TYP

P68E P201E

SOFFIT & 
RETURNS

P201E

P201E

P68E
CORNICE

P68E

P201E
EIFS

P201EP68E
EIFS TRIM

SOFFIT
& RETURNS,TYP

P68E

EIFS TRIM,
TYP

P68E

EIFS

RETURNS,
TYP

P68E

RETURNS,
TYP

P68E

CORNICE
P68EP68E P68E

EIFS
TRIM,
TYPP68E

EIFS
TRIM,
TYP

P200E

SMOOTH
CMU

P11E

NEW SIGN, CENTER 
OVER DOOR, REF 3-A2.1

P68E
WOOD

RAFTER,
TYP

P68E
P11E
EIFS
TRIM

EIFS
P11E P68E

CORNICE
P11EP11EP68E

CORNICE

P68E
EIFS
TRIM,
TYP

WOOD
RAFTER,

TYP

P83EP68E

EIFS

P201E
EIFS

P201EP201E
EIFS
P201EP201E

EXISTING TENANT SIGN 
TO REMAIN

EXISTING 
STORE 
ADDRESS TO 
REMAIN

EXISTING ROOF TO 
REMAIN

P83E

EXISTING ROOF TO REMAIN

EIFS

SPLIT 
CMU

P11EP11E
RETURNS,

TYP

P68E
EIFS
P68E

EIFS

SOFFIT
& RETURNS,

TYP

P201E

P200E
WOOD

RAFTER,
TYP

P68E
CORNICE

P68E
EIFS TRIM,

TYP

P68E
RELOCATED 
EXISTING PICKUP 
SIGN. 
REF 16 & 17-A2.1

EXISTING ROOF 
TO REMAIN

HATCHED AREA INDICATES EIFS 
RESURFACING, REF EIFS 
SPECIFICATION

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

GARDEN CENTER 
FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

P135E
DOOR

120'-0"
TOP

100'-0"
FF EL

124'-8"
TOP

130'-8"
TOP

138'-10"
RIDGE

137'-4"
PEAK 132'-4"

TOP

140'-0"
RIDGE

130'-8"
TOP

138'-6"
TOP

138'-6"
TOP

140'-0"
RIDGE

100'-0"
FFE

130'-8"
TOP

HATCHED AREA INDICATES 
EIFS RESURFACING, REF 
EIFS SPECIFICATION

HATCHED AREA INDICATES 
EIFS RESURFACING, REF EIFS 
SPECIFICATION

HATCHED AREA INDICATES EIFS 
RESURFACING, REF EIFS 
SPECIFICATION

P68E
RETURNS,

TYPP68E
RETURNS,

TYP

SOFFIT

138'-6"
TOP

GARDEN CENTER 
FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

P68E

EIFS
P68E

EIFS TRIM,
TYP

P68E
EIFS
P68EP68EP68E

SOFFIT,
TYP

P201E
CORNICE

SOFFIT
& RETURNS,

TYP

GC TO PAINT EXISTING PICKUP FABRIC 
CANOPY,STEEL BEAMS AND COLUMNS,
85' 5''L X 17' 4''W

P76U
EXISTING AND NEW 
BOLLARDS TO RECEIVE 
BLUE SLEEVE (TYP OF 12) 

EXISTING AND NEW 
BOLLARDS TO RECEIVE 
BLUE SLEEVE (TYP OF 12) 

EXISTING AND NEW 
BOLLARDS TO RECEIVE 
BLUE SLEEVE (TYP OF 14) 

P11EP11E
SPLIT 
CMU

P11E

P68EP68E
EIFS

P68E
RETURNS,

TYP

P201E P201E

P201E

P11E
SPLIT
CMU

_____
A2
13

P11E

P68E P11E
SPLIT 
CMU

EIFS

20
' -

 2
"

19
'-1

"

P11E
SPLIT
CMU

REMOVE EXISTING SIGNAGE, 
PRESERVE SIGNAGE AND ALL RELATED 
INSTALLATION HARDWARE FOR PAINTING 
AS REQUIRED. REINSTALL AND 
RECONNECT EXISTING CIRCUIT. REUSE 
ALL CONTROLS ASSOCIATED WITH THE 
CIRCUIT RESTORING IT TO THE PRE-
REMOVAL CONDITION.

PATCH AND REPAIR 
DAMAGED CMU AFTER 
REMOVAL OF EXISTING 
SIGNAGE

P11E
SPLIT
CMU

P11E
SMOOTH 

CMU

P11E
SPLIT 
CMU

P11E
SPLIT
CMU

P11E
SPLIT 
CMU

103'-4"
PAINT LINE

P201E

P201EP201E
SPLIT
CMU

P201E
SMOOTH

CMU

P201E

P201E
SPLIT
CMU

P201E
SPLIT
CMU

P201E
SPLIT
CMU

SPLIT
CMU

P201E

P68E

P68E

P201E
SMOOTH CMU

P11EP11EP201EP201EP201EP201E
SPLIT
CMU

P201E
SPLIT
CMU

P201E

P11E
SPLIT
CMU

P11E

P68EP68E
SPLIT
CMU

P68E
SMOOTH

CMU

P11E
SPLIT
CMU

P11EP11E

P11EP11E
SPLIT
CMU

P68EP68E

P11EP11EP11E

P68E

EIFS

SPLIT
CMU

SPLIT 
CMU

P201EP201EP201E

ENHANCED PREPARATION 
(STAINING/ 
EFFLORECENCE)

ENHANCED PREPARATION 
(STAINING/ 
EFFLORECENCE)

PATCH HOLES

NEW SIGN,
REF 6A-A2.1

22
'-9

"

EQ EQ

20'-0"

B C D E F G H J KA

EXISTING ROOF 
TO REMAIN

P68E P68E
CORNICE EIFS 

TRIM,
TYP

P68E P68E
WOOD 

RAFTER,
TYP

P68E EXISTING ROOF TO 
REMAIN

P68E
CORNICE

P68E
CORNICE

P68E

P11E
EIFS

GARDEN CENTER 
FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

P68EP68EP68EP68EP68E
EIFS EIFS

P68EP68EP68E
EIFS
P68EP68EP68E

EIFS
P68EP68EP68E

EIFS
P68EP68EP68E

EIFS
P68EP68EP68E

EIFS
P68EP68EP68E

EIFS
P68EP68EP68E

P68E
EIFS 
TRIM,
TYP

DOOR
P11E

P68E

WOOD 
RAFTER,

TYP

P68EP68E

NEW SIGN CENTER IN 
COLOR FIELD, REF 5-A2.1EIFS

P11E

WOOD 
RAFTER,

TYP

P68EP68E

126'-8"
TOP

130'-8"
TOP
124'-8"
TOP

100'-0"
FF EL

100'-0"
FF EL

124'-8"
TOP

P68E
CORNICE

DOOR
P11EP11E NEW SIGN, 

REF 6-A2.1 

HATCHED AREA INDICATES EIFS 
RESURFACING, REF EIFS 
SPECIFICATION

EXISTING ROOF 
TO REMAIN

P68E
EIFS

P68E
CORNICE

P68E
WOOD

RAFTER,TYP

EXISTING BOLLARDS 
TO REMAIN, (TYP)

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

P68E

EXISTING ROOF 
TO REMAIN

P200E

EXISTING 
ROOF TO 
REMAIN

P11E
EIFS

P68EP68E

P68E
EIFS, TYP

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

EXISTING FENCING 
SHOWN WITH 
DASHED LINE FOR 
CLARITY

EIFS EIFS
P68E

CORNICE 
& SOFFIT

CORNICE, 
SOFFIT AND 

COLUMNS, TYP

P11E

P11E
DOOR

P68E
SOFFIT AND 

RETURNS, TYP

P11E
DOOR

P68E
SOFFIT AND 
RETURNS, 

TYP

P68E
RAFTERS, 

TYP

EIFS

EXISTING AND NEW 
BOLLARDS TO RECEIVE 
BLUE SLEEVE (TYP OF 4) 

TY
P

9'
-1

1"

℄
1'-3" TYP

TY
P

15
'-3

"

9'
-1

1"

P11E
SPLIT 
CMU

P11E P11E
SPLIT 
CMU

P11E
SPLIT 
CMU

P11E
SPLIT
CMU

P11E
SPLIT 
CMU

P11E
SPLIT
CMU

P11E P11E
SPLIT 
CMU

P11E

16
'-9

"

17
'-1

1"

P11E P11E

P68EP68EP68E

P68E
EIFS

P68E
EIFS

RETRACTABLE 
SIDEWALL SYSTEM, 
TYP

SPLIT 
CMU

P11E
SPLIT 
CMU

P11E
EIFS

P68E
SMOOTH 

CMU

P68E

P11EP11EP11E

P68E
SPLIT CMU

P68E
SMOOTH CMU

P68E

P68E
SPLIT 
CMU

P68E
SMOOTH 

CMUP68E

SPLIT 
CMU

SPLIT 
CMU

P124EP68E
SPLIT
CMU

P68E
SMOOTH

CMU

P68E

P68E
SPLIT 
CMU

ENHANCED 
PREPARATION 
(EFFLORECENCE)14 13

P68E

P68E
CORNICE

EIFS
P68E
EIFS
TRIM,
TYP

P11E

P68E
EIFS

P68E
CORNICE

P68EP68EP68EP68EP68E

GARDEN CENTER 
FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

GARDEN CENTER 
FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

P68EP68E
EIFS

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

100'-0"
FF EL

130'-0"
TOM

100'-0"
FF EL

120'-0"
TOM

P11EP11E
DOOR

P11E
SPLIT CMU

P11E
SPLIT 
CMU

P11E
SPLIT
CMU

P11E

100'-0"
PAINT LINE

P11E P11EP11EP11E
SPLIT
CMU

P68E
SPLIT CMU

P68EP68E
RETRACTABLE 
SIDEWALL SYSTEM, TYP

EXISTING CHAINLINK 
FENCE TO REMAIN

P68E
CORNICE

13
P68E

CORNICE

EXISTING ROOF 
TO REMAIN

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

FENCING SHOWN 
WITH DASHED LINE 
FOR CLARITY

100'-0"
FF EL

126'-8"
TOP

P68E
ROOF MEMBERS

SPLIT
CMU

SMOOTH CMU
P68E

P68E

103'-4"
PAINT FINISH

SPLIT CMU

SPLIT CMU

P68E

P11E

12345678910111214 13

P68E
CORNICE

P68E
EIFS

P68EP68EP68EP68EP68E

P68E
EIFS
TRIM

P68EP68E
WOOD

RAFTER,
TYP

EXISTING ROOF 
TO REMAIN

P68E
CORNICE

P68E

DO NOT PAINT 
EXISTING 
SMOOTH 
CONCRETE 
SURFACE

P68E
CORNICE

P94E
EIFS
TRIM,
TYP

SCREEN WALL SHOWN 
WITH DASHED LINES 
FOR CLARITY

P68E

P68E
DOOR

CORNICE

EXISTING JIB 
CRANE, REF 
SHEET NOTE 12

P68E
EIFS
TRIM,
TYP

CORNICE

SCREEN WALL 
SHOWN WITH 
DASHED LINES FOR 
CLARITY

RAILING SHOWN 
WITH DASHED 
LINES FOR CLARITY

P68EP68E
CORNICE

P68E
DOOR

P68E
DOOR

P68E
CORNICE

P68E
CORNICE 

TYP

P11E
DOOR

P68EP68EP68EP68EP68EP68E
EIFS

EXISTING ROOF 
TO REMAIN

P68E
WOOD 

RAFTER,
TYP

P68E
EIFS
TRIM

EXISTING 
ROOF TO 
REMAIN

P68E
CORNICE

EXISTING 
ROOF TO 
REMAIN

P68E
WOOD 

RAFTER,
TYP

P11E

P200E

P200E
COLUMN

CANOPY

P68E
EIFS TRIM

DO NOT PAINT 
EXISTING SMOOTH 
CONCRETE 
SURFACE

100'-0"
FF EL

124'-8"
TOP

130'-4"
PEAK

130'-0"
RIDGE

124'-8"
TOP

P68E
EIFS

P68E
HOOD

P68E
EIFS

P68E
CORNICE 

TYP

P68E
TRIM

EIFS

EXISTING FENCING 
SHOWN WITH 
DASHED LINE FOR 
CLARITY PAINT ORNAMENTAL FENCE 

AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

NEW ORNAMENTAL 
FENCE ENCLOSURE 
SHOWN WITH DASHED 
LINES FOR CLARITY

GC TO PAINT EXISTING PICKUP FABRIC 
CANOPY, STEEL BEAMS AND COLUMNS,
85' 5'' L X 17' 4''W

P76U

P11E P68E
SPLIT CMU

SMOOTH
CMU

P68E

P68EP68EP68E

P68E
SPLIT
CMU

P68EP68EP68EP68EP68E
SPLIT
CMU

P68EP68EP68EP68E

P68E

103'-4"
PAINT LINE

P68E
SMOOTH

CMU

P68E
SPLIT CMU

P11EP11E
SPLIT
CMU

P11E P11E
SPLIT
CMU

P68EP68E
SPLIT
CMU
P68E

SMOOTH
CMU

P11EP11E
SPLIT
CMU

P68EP68E
SMOOTH

CMU

P68E
SMOOTH

CMU
SPLIT
CMU

SPLIT
CMU

P68E
SMOOTH

CMU
SPLIT
CMU

P68E P68E
SMOOTH

CMU

P68E

P68E
SPLIT CMU

P68E
SPLIT CMU

P68E
SPLIT CMU

P68E
SMOOTH

CMU

SPLIT CMU
P68E

P68E
CORNICE

SPLIT
CMU

P68E
SPLIT
CMU

P68E
EIFS

P68EP68E
SMOOTH

CMU

EXISTING GAS 
PIPE, REF 
SHEET NOTE 9

SMOOTH
CMU

P68E
SMOOTH

CMU

P68E
SPLIT CMU

P68E
P68E

SPLIT CMU

P68E

P11E

P68E
SPLIT CMU

P68E
SMOOTH

CMU

ENHANCED PREPARATION 
(STAINING/ 
EFFLORECENCE)

P68E
SPLIT
CMU

ENHANCED PREPARATION 
(STAINING/ 
EFFLORECENCE)

ENHANCED PREPARATION 
(STAINING/ EFFLORECENCE)

ENHANCED 
PREPARATION 
(STAINING/ 
EFFLORECENCE)

P68E
CORNICE

100'-0"
FF EL

124'-8"
TOP

P68E
SPLIT 
CMU

P68E

P11EP11EP11E
SPLIT CMU

103'-4"
PAINT LINE

P68E

P68E

EIFS

SMOOTH 
CMU

HATCHED AREA INDICATES 
EIFS RESURFACING, EF EIFS 
SPECIFICATION

P68E
SPLIT 
CMU

P68E

P68EP68EP68E
CORNICEEIFSEIFS

TRIM
TYP

DO NOT PAINT 
EXISTING SMOOTH 
CONCRETE 
SURFACE

RAILING SHOWN 
WITH DASHED 
LINES FOR 
CLARITY

100'-0"
FF EL

124'-8"
TOP

P68E
DOOR 

HOOD, TYP

103'-4"
PAINT LINE

P68EP68E

P68E
SPLIT CMU

P68EP68EP68E
SPLIT CMU

P68E
SPLIT CMU

P68E
SPLIT CMU

BCDEFGHJK A

EXISTING ROOF 
TO REMAIN

P68E

P11E

P68E

P68E

P200E

WOOD 
RAFTERS,

TYP

EIFS

EIFS TRIM

WOOD 
RAFTERS,

TYP
P201E

EIFS
P201EP201EP201EP201E

P68E
CORNICE

P68EP68E
SPLIT
CMU

EIFS
TRIM
TYP

P68E
EIFS

P68EP68E P68E
EIFSRETURNS,

TYP

P200E
WOOD

RAFTERS,
TYP

P68E
EIFS

P68EP68EP68EP68E
CORNICECORNICE

EXISTING 
ROOF TO 
REMAIN

P68E
WOOD

RAFTERS,
TYP

P68E
CORNICE

P94EP68E
EIFS
TRIM,
TYP

EIFS

P68E
CORNICE

DO NOT PAINT 
EXISTING SMOOTH 
CONCRETE 
SURFACE

P68E
CORNICE

P68E

100'-0"
FF EL

130'-8"
TOP

128'-8"
TOP

126'-8"
TOP

100'-0"
FF EL

124'-8"
TOP
110'-0"
TOM

P68E
DOOR HOOD 
TYP

GC TO PAINT EXISTING PICKUP FABRIC CANOPY,
STEEL BEAMS AND COLUMNS,              85'5'' L X 17'4'' B  P76U

REFERENCE CIVIL FOR NEW PICKUP 
PARKING SIGNAGE

WOOD 
RAFTERS,

TYP

P68E
EIFS

P11E

P11E
EIFS

P68E
SPLIT CMU

P11E
SPLIT CMU

P68E
SPLIT 
CMU

P68EP68E
SPLIT CMU

P68EP68E
SPLIT CMU

P68E
EIFS

12'-0"

103'-4"
PAINT LINE

P68EP68E P68EP68EP68E
SMOOTH CMU

P68EP68E P11E
SPLIT CMU

P68EP68E

P68E
SPLIT 
CMU

SPLIT 
CMU

P68E P68E
SPLIT 
CMU

P68E P68E
SMOOTH CMU SMOOTH CMU

P68E
EIFS

P68E
SPLIT 
CMU

P68E

P68E
SMOOTH 

CMU
P68E

SPLIT CMU

P68EP68E
SPLIT CMU

P68E
SMOOTH

CMU

P68E
SPLIT 
CMU

P11E
SMOOTH 

CMU

P11E

ENHANCED PREPARATION 
(STAINING/ EFFLORECENCE)

BA

P11E

P68EP68E

P68E

P200E

P68E
EIFS EIFS

TRIM,
TYP

EIFS

DOOR

EIFS

WOOD
RAFTERS,

TYP

P68E
WOOD

RAFTERS,
TYP

P68E
EIFS
TRIM

EXISTING ROOF 
TO REMAIN

100'-0"
FF EL

130'-8"
TOP

P11E

P68E
CORNICE, TYP

P11E
SMOOTH 

CMU

SMOOTH CMU
P201E

103'-4"
PAINT LINE

P201EP201E
SPLIT CMU

P201E

B A

EXISTING ROOF 
TO REMAIN

P68E
WOOD

RAFTERS,
TYP

P11E

P68E

P68E

P200E

EIFS

EIFS TRIM

WOOD
RAFTERS,

TYP

EIFS

P68E
CORNICE,

 TYP
P68E
EIFS

P200E

P68E
EIFS

TRIM, TYP

100'-0"
FF EL

130'-8"
TOP

P201E
SPLIT CMU

P11EP201E
SMOOTH CMU

103'-4"
PAINT LINE

P201E
SPLIT CMU

BA

P68E P68E

P68E
EIFS
TRIM,
TYP

EIFSCORNICE

P68E

P68E
WOOD

RAFTER

P201E
EIFS

P201EP201E P11E
DOOR

100'-0"
FF EL

130'-8"
TOP

119'-0"
TO RAFTER

WOOD
RAFTERS,

TYP

P11E
EIFS

P11E
SPLIT 
CMU

P201EP201EP201EP201EP201E

P11EP11E

103'-4"
PAINT LINE

P68E
SPLIT CMU

P68E

P68E
SMOOTH CMU

P68E

EXISTING ROOF 
TO REMAIN

P68E
EIFS

ENHANCED 
PREPARATION 
(STAINING)

B A

P11E

P68EP68E

P68E

P11E

P68E

P68EP68E

EIFS

EIFS

EIFS

CORNICE, 
TYP

EIFSEIFS
TRIM,
TYP

EXISTING ROOF 
TO REMAIN

GARDEN CENTER FENCING 
SHOWN WITH DASHED LINE 
FOR CLARITY

PAINT ORNAMENTAL FENCE 
AND ASSOCIATED DOORS TO 
MATCH EXISTING P81E

P68EP68E
EIFS

P68E
EIFS
TRIM

100'-0"
FF EL

130'-8"
TOM

P68E

P11E
DOOR, TYP

P11E
SPLIT CMU

P11EP11E

P11E
SPLIT CMU

P68E

103'-4"
PAINT LINE

EIFS

P68E
SMOOTH CMU

& RETURN

P68E
SMOOTH CMU

& RETURN P68E
SMOOTH CMU

& RETURN

P68E

P11E

P68E

SHEET NOTES
1.

2.

3.

4.

5.

6.
7.

8.

9.

10.

11.
12.

13.

14.

15.
16.
17.
18.
19.

20.

POWER WASH 100% OF EXTERIOR WALLS PRIOR TO 
PAINTING.
PATCH AND REPAIR EXTERIOR WALL SURFACES, 
DAMAGED OR EXPOSED DUE TO REMOVAL OF BUILDING 
MOUNTED ITEMS, TO MATCH ADJACENT AS  REQUIRED.
REMOVE SEALANT AND BACKER MATERIAL FROM ALL 
BUILDING CONTROL JOINTS AND EXPANSION JOINTS. 
FILL AND SEAL JOINTS, REF SPEC 07900.
REFER TO DETAILS ON SHEET A2.1 FOR SUBSTRATE AND 
FINISH REQUIREMENTS AT LOCATIONS OF BUILDING 
MOUNTED SIGNS.
RESURFACE EXISTING EIFS WHERE SHOWN (HATCHED 
AREA).
NOT USED. 
PAINT EXTERIOR OF BUILDING AS SHOWN. PRIOR TO 
PAINTING WALL AT LOCATION(S) OF LIT ID/LOGO SIGN(S), 
COORDINATE SCOPE OF WORK WITH WALMART CM.
PAINT DOOR HOODS, HOLLOW METAL STEEL DOORS 
AND FRAMES, GUTTERS AND DOWNSPOUTS, EXPOSED 
METAL FLASHING, HANDRAILS, AND EXPOSED 
MISCELLANEOUS STEEL TO MATCH ADJACENT BUILDING 
COLOR UN0
PAINT ALL GAS PIPES ON ROOF           . PAINT GAS PIPE 
ALONG SIDE WALL TO GRADE TO MATCH ADJACENT 
BUILDING COLOR.  DO NOT PAINT METER OR VALVES.
PAINT CANOPY STRUCTURAL STEEL AND FLASHING TO 
MATCH ADJACENT WALL. 
NOT USED.
PAINT JIB CRANE -            ON JIB BOOM,            ON 
HANDRAILS.
PAINT SPRINKLER VALVES           . DO NOT PAINT OVER 
SIGHT GLASS OR FIRE ALARM BELL.
PAINT ALL EXTERIOR BOLLARDS TO MATCH EXISTING 
COLOR UNLESS NOTED TO RECEIVE PLASTIC BOLLARD 
SLEEVE.
NOT USED.
DO NOT PAINT LED WALL PACK HOUSINGS
PAINT GARDEN CENTER STEEL DOORS AND FRAMES               
NOT USED.
DO NOT PAINT QUIK BRIK, STONE VENEER, FACE BRICK, 
UNPAINTED TILT-WALL OR PRECAST PANELS.
AT MASONRY LOCATIONS WHERE SIGNS ARE BEING 
REPLACED, PAINT AREA BEHIND SIGN TO MATCH 
EXISTING COLOR. FEATHER PAINT OUT TO BLEND WITH 
EXISTING, REF SPEC 09900
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DEMOLITION NOTES
1.

2.

3.
4.
5.

REMOVAL OF LIT ID/LOGO SIGNS AND UNLIT EXTERIOR 
STUD MOUNTED BUILDING SIGNS BY OTHERS.
GENERAL CONTRACTOR TO PATCH/REPAIR HOLES LEFT 
AFTER SIGNS ARE REMOVED AND REPAINT AS 
SCHEDULED
NOT USED.
NOT USED.
REMOVAL OF BUILDING MOUNTED ITEMS, SHOWN OR 
NOTED TO BE DEMOLISHED OR AS REQUIRED BY SCOPE 
OF WORK, SHALL OCCUR PRIOR TO PAINTING BUILDING. 
COORDINATE DEMOLITION WORK SO EXTERIOR 
PAINTING WILL OCCUR PRIOR TO INSTALLATION OF 
BUILDING MOUNTED ITEMS.
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DOCUMENTS THAT DO NOT 
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EXISTING CONDITIONS WERE TAKEN FROM ORIGINAL 
DRAWINGS AND MAY NOT REFLECT EXACT "AS-BUILT" 
CONDITIONS. CONTACTOR SHALL FIELD VERIFY ALL EXISTING 
CONDITIONS PRIOR TO SUBMITTING FINAL BIDS. CONTRACTOR 
SHALL CAREFULLY COORDINATE NEW WORK AND DEMOLITION 
WITH ALL OTHER DISCIPLINES AND EXISTING CONDITIONS.

EACH SUBCONTRACTOR IS RESPONSIBLE FOR HAVING A THOROUGH KNOWLEDGE OF 
ALL DRAWINGS AND SPECIFICATIONS IN THEIR RELATED FIELD. THE FAILURE TO 
ACQUAINT HIMSELF WITH THIS KNOWLEDGE DOES NOT RELIEVE THE RESPONSIBILITY  
OF PERFORMING THE WORK PROPERLY. NO ADDITIONAL COMPENSATION SHALL BE 
ALLOWED BECAUSE OF CONDITIONS THAT OCCUR DUE TO FAILURE TO FAMILIARIZE 
WORKERS WITH THIS KNOWLEDGE.
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 1" = 20'-0"1 FRONT ELEVATION

 1" = 20'-0"2 RIGHT ELEVATION
 1" = 20'-0"3 INSIDE SALES REAR ELEVATION

 1" = 20'-0"4
TIRE & BATTERY
ELEVATION

 1" = 20'-0"5 REAR ELEVATION
 1" = 20'-0"6 TIRE & LUBE ELEVATION

 1" = 20'-0"7 DOCK AREA ELEVATION
 1" = 20'-0"8 LEFT ELEVATION

 1" = 20'-0"9
VESTIBULE SIDE
ELEVATION

 1" = 20'-0"10
VESTIBULE SIDE
ELEVATION

 1" = 20'-0"11 VESTIBULE SIDE ELEVATION
 1" = 20'-0"12 GARDEN CENTER ELEVATION

COLOR LEGEND
P11E TOTALLY TAN
P68E INTERACTIVE CREAM SW#6113
P76U WALMART BLUE (URETHANE-LIKE)
P83E DARK BROWN
P94E TAN
P124E LIGHT BROWN
P135E MEDIUM GRAY
P200E ROOKWOOD DARK BROWN
P201E ARRESTING AUBURN

 1/8" = 1'-0"13 ENLARGED ELEVATION

ISSUE BLOCK
2 PR2 05/08/20
4 PR#4 01/21/21
5 ADD#2 03/25/21
6 CCD#1 05/12/21

KEYNOTES
7.06 WATER DRAINAGE EXTERIOR INSULATION AND

FINISH SYSTEM.
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 12" = 1'-0"14 LABOR AND MATERIAL SUMMARY
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